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12105900 GREEN RIVER BELOW HOWARD A. HANSON RESERVOIR, WA
Puget Sound Basin 

 Duwamish Subbasin 

LOCATION.--Lat 47°17′02″, long 121°47′48″ referenced to North American Datum of 1927, in NW ¼ NW ¼ sec.28, T.21 N., R.8 E., King County, WA, 
Hydrologic Unit 17110013, on right bank 0.7 mi upstream from Bear Creek, 0.7 mi downstream from Howard A. Hanson Dam, 5.0 mi southeast of 
Palmer, and at mile 63.8. 

DRAINAGE AREA.--221 mi². 

SURFACE-WATER RECORDS 

PERIOD OF RECORD.--October 1960 (monthly discharge only), November 1960 to current year. 

GAGE.--Water-stage recorder. Elevation of gage is 990 ft above NGVD of 1929, from topographic map. 

REMARKS.--No estimated daily discharges. Records good. Flow regulated by Howard A. Hanson Reservoir (station 12105800) for flood control and during 
summer months to augment the natural river flow. 

AVERAGE DISCHARGE FOR PERIOD OF RECORD.--46 years (water years 1961-2006), 985 ft³/s, 60.53 in/yr, 713,600 acre-ft/yr, adjusted for storage in 
Howard A. Hanson Reservoir since December 1961. 

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 12,200 ft³/s, Feb. 21, 1961, gage height, 14.40 ft; minimum discharge, 87 ft³/s, Dec. 29, 1961, 
gage height, 3.49 ft. 

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 7,050 ft³/s, Jan 10, gage height, 12.14 ft; minimum discharge, 220 ft³/s, Aug 10, 11, Sep 24, 25, 
gage height, 4.16 ft. 

 

http://pubs.water.usgs.gov/wdr2006
http://waterdata.usgs.gov/nwis/nwisman/?site_no=12105900
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DISCHARGE, CUBIC FEET PER SECOND 
WATER YEAR OCTOBER 2005 TO SEPTEMBER 2006 

DAILY MEAN VALUES 

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep 

1 2,820 2,810 579 2,580 2,460 874 757 1,740 1,280 531 229 248 
2 2,160 2,930 582 2,110 2,640 823 785 1,310 1,280 529 229 263 
3 1,240 2,050 526 1,820 2,560 748 956 1,170 1,280 468 229 263 
4 760 1,700 427 1,460 2,480 716 1,060 1,100 1,230 423 229 262 
5 554 1,620 429 1,250 2,010 722 1,160 1,030 1,100 367 229 261 

6 482 1,680 428 1,670 1,690 810 1,260 1,200 1,020 330 229 261 
7 462 1,680 426 2,150 1,510 769 1,180 1,220 916 314 229 261 
8 488 1,370 416 3,970 1,300 671 1,060 1,100 808 294 229 263 
9 486 988 382 2,570 1,090 768 1,120 971 823 294 235 266 

10 484 879 360 5,590 981 731 1,430 795 694 295 229 266 

11 457 1,120 360 5,840 929 626 1,410 749 581 294 226 264 
12 439 1,290 379 6,520 928 571 1,250 798 526 277 229 255 
13 464 1,540 385 5,770 923 634 1,310 890 502 263 229 246 
14 479 1,850 367 5,230 915 601 1,800 899 469 263 232 239 
15 476 1,660 338 4,340 857 542 1,930 1,020 491 263 237 236 

16 472 1,350 310 3,600 769 469 1,630 1,490 513 263 236 244 
17 506 1,160 287 2,860 654 386 1,260 1,950 515 263 236 244 
18 574 991 287 2,100 537 398 1,190 1,660 541 252 241 244 
19 647 1,050 287 1,990 548 409 1,290 1,200 581 243 246 233 
20 789 1,130 334 2,020 667 418 1,280 1,010 581 243 246 239 

21 807 1,130 471 2,040 780 426 1,310 843 531 236 245 270 
22 774 1,010 823 1,680 724 519 1,330 696 502 232 245 305 
23 764 875 1,850 1,680 878 789 1,320 657 541 232 244 267 
24 687 813 4,840 1,400 804 737 1,310 666 574 232 244 224 
25 612 816 3,830 1,570 665 725 1,340 671 573 232 243 244 

26 569 878 2,760 1,390 719 721 1,420 739 582 232 242 282 
27 558 753 2,760 1,280 759 689 1,410 832 601 231 241 273 
28 557 697 2,850 1,210 817 646 1,610 1,030 632 231 241 271 
29 528 696 2,500 1,330 --- 692 2,050 1,410 616 231 239 258 
30 498 656 2,490 2,650 --- 751 2,180 1,500 531 230 236 248 
31 1,370 --- 2,100 2,640 --- 745 --- 1,430 --- 230 236 --- 

Total 22,963 39,172 35,163 84,310 32,594 20,126 40,398 33,776 21,414 9,018 7,310 7,700 
Mean 741 1,306 1,134 2,720 1,164 649 1,347 1,090 714 291 236 257 
Max 2,820 2,930 4,840 6,520 2,640 874 2,180 1,950 1,280 531 246 305 
Min 439 656 287 1,210 537 386 757 657 469 230 226 224 
Ac-ft 45,550 77,700 69,750 167,200 64,650 39,920 80,130 66,990 42,470 17,890 14,500 15,270 
Mean adjusted for change in contents in Howard A. Hanson Reservoir 
 551 1,284 1,151 2,706 1,154 653 1,352 1,434 785 247 147 148 
CFSM adjusted for change in contents in Howard A. Hanson Reservoir 
 2.49 5.81 5.20 12.2 5.22 2.95 6.12 6.49 3.55 1.12 0.66 0.67
In. adjusted for change in contents Howard A. Hanson Reservoir 
 2.87 6.48 6.00 14.1 5.43 3.40 6.82 7.48 3.96 1.29 0.77 0.75
AC-FT adjusted for change in contents Howard A. Hanson Reservoir 
 33,870 76,380 70,770 166,400 64,070 40,130 80,440 88,220 46,710 15,160 9,040 8,810 
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 Calendar Year 2005 Water Year 2006 

Total 255,501 353,944 
Mean 700 970 
Max 6,140 6,520 
Min 189 224 
Ac-ft 506,800 702,000 
Mean adjusted for change in contents in Howard A. Hanson Reservoir 701 967 
CFSM adjustedfor change in contents in Howard A. Hanson Reservoir 3.17 4.38 
In. adjusted for change in contents in Howard A. Hanson Reservoir 43.0 59.4 
AC-FT adjusted for change in contents in Howard A. Hanson Reservoir 507,400 700,000 

 

O N D 
2005 

J F M A M J J A S
2006

100

200

500

1,000

2,000

5,000

10,000

D
IS

C
H

A
R

G
E

, I
N

 C
U

B
IC

 F
E

E
T 

P
E

R
 S

E
C

O
N

D
 

 


